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ø a
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95 mm

LR no.no.

Gewinde rechtsgängig

Right-hand thread
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4,0

5,0

5,0

6,0

6,0

8,0

8,0

ø a

3,8

3,8
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3,50

3,50

4,45

4,45
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7,20
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9,00

9,00

b1

10,0

10,0

12,0

12,0

12,0

12,0

15,0

15,0

15,0

15,0

b2

30

50

42

62

42

62

45
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45

75

c

20,0

40,0

30,0

50,0

30,0

50,0

30,0

60,0

30,0

60,0

mm

30948–

0300–20

0300–40

0400–30

0400–50

0500–30

0500–50

0600–30

0600–60

0800–30

0800–60

Gewinde linksgängig

Left-hand thread

30949–

0300–20

0300–40

0400–30

0400–50

0500–30

0500–50

0600–30

0600–60

0800–30

0800–60

VISSLINE®-AUSSENGEWINDE
VISSLINE® EXTERNAL THREAD ENDS
Bruchkraft: 90% der Seil-Mindestbruchkraft / Patent /DBGM angemeldet

Breaking strength: 90% of min. rope breaking load / Patent /DBGM pending 

Vorteile:
Kein Pressschaft, dadurch sehr kurze Baulänge.
Hohe Mindestbruchkraft mit gerolltem Gewinde.
Werkstoff mit hoher Korrosionsbeständigkeit.

VISSLINE® ist einzigartig dank dem 
neuen Produktionsverfahren und bietet einen 
hohen Nutzen für den Kunden.

Advantages:
Non-swaged shaft with very short overall length.
High minimum breaking load with rolled thread.
Material quality with high corrosion resistance.

VISSLINE® is unique due to the new pro-
duction method and offers the customer real 
advantages.

Nicht lieferbar für Litze 
Nr.10810– und Nr.10830– 

Not suitable for stranded
wire rope no.10810– and
no.10830–

Werkstoff / material
1.4404 / AISI 316

Minimale Seillänge für alle Gewindegrössen
Minimal rope length for all thread sizes
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